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of §§ 160.151–41(e), 160.151–43, and 160.151– 
45. The facility must have a portable 
assortment of test equipment, spare 
parts, and replacement survival equip-
ment to accompany the technician 
doing the servicing. However, if repair 
of liferafts will not be attempted at a 
remote site, equipment needed for re-
pair does not need to be available at 
that site. A facility must be specifi-
cally authorized in its letter of ap-
proval to conduct servicing at a remote 
site. 

§ 160.151–51 Notice of approval. 
If the cognizant OCMI determines 

that the servicing facility meets the 
applicable requirements of §§ 160.151–39 
through 160.151–47, the OCMI notifies 
the facility that it is approved and no-
tifies the Commandant. The Com-
mandant issues an approval letter to 
the servicing facility with copies to the 
OCMI and to the manufacturer(s) 
whose liferafts the facility is approved 
to service. The letter will specify any 
limits on the approval, and will assign 
the facility’s approval code for use on 
the inspection sticker required by 
§ 160.151–57(m)(3). The Commandant will 
maintain a current list of approved fa-
cilities. 

§ 160.151–53 Notice to OCMI of serv-
icing. 

(a) Before servicing an inflatable life-
raft under the servicing facility’s Coast 
Guard approval, the owner or operator 
of the facility must tell the cognizant 
OCMI for each liferaft to be serviced— 

(1) The make and size of the liferaft; 
(2) The age of the liferaft; and 
(3) Whether the liferaft is due for a 

five-year inflation test. 
(b) The OCMI will inform the serv-

icing facility whether the servicing of 
the liferaft must be witnessed by an in-
spector. 

(c) If the OCMI requires the servicing 
of the liferaft to be witnessed by an in-
spector— 

(1) The servicing facility must ar-
range a schedule with the OCMI that 
will allow a Coast Guard inspector to 
travel to the site where the servicing is 
to occur; 

(2) The owner or operator of the serv-
icing facility, by permission of the 
OCMI, may arrange for the servicing to 

be witnessed instead by a third-party 
inspector accepted by the OCMI if a 
Coast Guard marine inspector is not 
available in a timely manner; and 

(3) The servicing facility must not 
begin servicing the liferaft until the in-
spector arrives at the site. 

(d) No deviation from servicing-man-
ual procedures may occur without the 
prior approval of the OCMI. To request 
the approval of a deviation, the owner 
or operator of the servicing facility 
shall notify the OCMI of the proposed 
deviation from the procedures, and 
must explain to the OCMI the need for 
the deviation. 

§ 160.151–55 Withdrawal of approval. 

(a) The OCMI may withdraw the ap-
proval of the servicing facility, or may 
suspend its approval pending correc-
tion of deficiencies, if the Coast Guard 
inspector or accepted third-party in-
spector finds that— 

(1) The facility does not meet the re-
quirements of §§ 160.151–41 through 
160.151–47, or 

(2) The servicing is not performed in 
accordance with § 160.151–57. 

(b) A withdrawal of approval may be 
appealed in accordance with part 1, 
subpart 1.03, of this chapter. 

(c) The OCMI may remove a suspen-
sion pending correction of deficiencies 
if the servicing facility demonstrates 
that the deficiencies have been cor-
rected. 

§ 160.151–57 Servicing procedure. 

(a) Each inflatable liferaft serviced 
by a servicing facility approved by the 
Coast Guard must be inspected and 
tested in accordance with paragraphs 
(b) through (r) of this section, and the 
manufacturer’s servicing manual ap-
proved in accordance with § 160.151– 
35(b)(1). 

(b) The following procedures must be 
carried out at each servicing: 

(1) The working-pressure leakage test 
described in IMO Resolution A.689(17), 
paragraph 2/5.1.5, must be conducted. 

(2) Inflation hoses must be pressur-
ized and checked for damage and leak-
age as part of the working-pressure 
leakage test, or in a separate test. 

(3) An inflatable floor must be in-
flated until it is firm, and let stand for 
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